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Casings define the overall character of a room and
are often the most visible part of the trim. They are
used primarily to cover the gap between drywall and
the door or window frame. Casings are generally
thicker than the base mouldings.

ALL SIZES NOMINAL
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M&M# WM# Casing
445O 445 5/8˝ x 3-1/4˝ - RDM Oak

445M 445 5/8˝ x 3-1/4˝ - RDM Ultralite MDF

445 445 11/16˝ x 3-1/4˝ - RDM Solid Pine

445LM 445 3/4˝ x 3-1/4˝ - 16´ Ultralite MDF

M&M# WM# Colonial/CSG
356M 356 5/8˝ x 2-1/4˝ - 14´ Ultralite MDF

356 356 11/16˝ x 2-1/4˝ - RDM Solid Pine

356XO 356 5/8˝ x 2-1/4˝ - RDM Oak

356P 356 11/16˝ x 2-1/4˝ - 14´ Primed FJ

M&M# WM# Colonial
444O 5/8˝ x 3-1/2˝ - RDM Oak

M&M# WM# Colonial/CSG Domestic
444 444 11/16˝ x 3-1/2˝ - RDM Solid Pine

444P 444 11/16˝ x 3-1/2˝ - 16´ Primed FJ

444M 444 11/16  ̋x 3-9/16  ̋- RDM Ultralite MDF



Casings define the overall character of a room and
are often the most visible part of the trim. They are
used primarily to cover the gap between drywall and
the door or window frame. Casings are generally
thicker than the base mouldings.
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M&M# WM# Fluted
9037M 5/8˝ x 3-1/4˝ - 16´ Ultralite MDF

M&M# WM# Reeded
908M 5/8˝ x 3-1/4˝ - 16´ Ultralite MDF

M&M# WM# Reeded/Fluted
37 9/16˝ x 3-1/4˝ - 7´+ Solid Pine

37P 9/16˝ x 3-1/4˝ - 16´+ Primed FJ

M&M# WM# Casing
9038M 11/16˝ x 4-1/2˝ - 16´ Ultralite MDF


